STEEL COMPANY.

Domestically Sourced T

Largest Uncommitted Inventory in the Midwest

Expedited Delivery

Low Carbon Flat Rolled Coils and Sheets

Hot Rolled

Gauges: 0.050"-0.375"

Cold Rolled

Gauges: 0.024"-0.135"

Galvanized

Gauges: 0.024” - 0.160"

M P

PRECISION Electronic Data Interchange
METALFORMING
ASSOCIATION

Galvalume

Gauges: 0.024”-0.135"

Grades:

+ CQ, DQ, AKDQ

- CS, DS, DDS, EDDS
«C1006to C1022

« HSLA Grade 50-80

Electrogalvanized

Gauges: 0.024” - 0.090"

Grades:

+ CQ, DQ, AKDQ

- CS, DS, DDS, EDDS
«C1006 to C1022

« HSLA Grade 50-80

Galvanneal

Gauges: 0.024"-0.130"

Grades:

+ CQ, DQ, AKDQ

- CS, DS, DDS, EDDS
«C1006 to C1022

« HSLA Grade 50-80

Aluminized

Gauges: 0.024”-0.100"

Grades:

+ CQ, DQ, AKDQ

- CS, DS, DDS, EDDS
« HSLA Grade 50-80

Coil
« Slit widths: 1”- 72"
« Thickness: 0.024"to.260”

Grades:
- CS, DS, DDS, EDDS
« HSLA Grade 50-80

Services
Slitting

Stretcher Leveling
Blanking

Shearing

Cold Reducing
Edge Conditioning
Testing
Expediting

Delivery

Grades:

+ CQ, DQ, AKDQ

- CS, DS, DDS, EDDS
« HSLA Grade 50-80

Grades:

- CQ, DQ, AKDQ

- CS, DS, DDS, EDDS
« HSLA Grade 50-80

Stretcher Leveled Sheets
and Blanks to .500”

+ Lengths up to 144" long

« Inquire for longer

« Small Blanks

Locations

Wayne

5501 Belleville Road
Canton, MI 48188 | MAP
734.590.3003

Shipping & Receiving:
6:00am - 2:30pm (M-F)

Grandyville

4165 Spartan Industrial Dr.
Grandville, Ml 49418 [MAP
616.531.8600

Shipping & Receiving:
6:00am-9:00pm (M-F)

Connect with a Sales Expert.
Guaranteed Response in Minutes.

Chicago

14100 S. Halsted Street
Chicago, IL 60827 | MAP
708.765.4075

Shipping & Receiving:
7:00am-2:00pm (M-F)

Request a Quote


https://hascallsteel.com/contact-hascall-steel-company/#quote-form
https://maps.app.goo.gl/reaB6Kn8hgszTT3M8
https://maps.app.goo.gl/QF2cbupbHo7mqgrT7
https://maps.app.goo.gl/ScDKsnhFH4hXQ54w5
tel:+17345903003
tel:+16165318600
tel:+7087654075
https://hascallsteel.com

W Carbon Steel Sheet Gauge Chart
m AlISI Standard Thickness and Tolerance Ranges

STEEL COMPANY for Hot Rolled, Pickled & Oiled, and Cold Rolled Steel
THICKNESS (Inches) POUNDS POUNDS
per THICKNESS (Inches) per
TOLERANCE RANGE SQFT SQFT
Gage Dec. Equiv. HRPO (R Wt. Equiv. Gage Dec. Equiv.  Total Range CR Wt. Equiv.
4 2242 2332 .1883 9.375 18 .0478 .0518 2.00
2152 .1703 .0438
5 .2092 2182 1734 8.75 19 .0418 .0458 1.75
.2002 .1554 .0378
6 .1943 .2033 .1585 8.125 20 .0359 .0389 1.5
.1853 .1405 .0329
7 1793 .1873 .1405 7.5 21 .0329 .0359 1.375
1713 .1285 .0299
8 .1644 1724 1256 6.875 22 .0299 0329 1.25
.1564 1136 .0269
9 .1495 .1575 1106 6.25 23 .0269 .0299 1.125
.1415 .0986 .0239
10 .1345 1425 .0947 5.625 24 .0239 .0269 1.0
1265 .0847 .0209
11 1196 1276 .0797 5.00 25 .0209 .0239 875
1116 .0697 .0179
12 .1046 1126 0723 4375 26 .0179 0199 .75
.0966 .0623 .0159
13 .0897 .0967 .0947 3.750 27 0164 0184 688
.0827 .0847 .0144
14 0747 .0817 0797 3.125 28 0149 0169 625
0677 .0697 .0129
15 0673 0733 0723 2.812 29 .0135 0155 562
.0613 .0623 .0115
16 .0598 0658 0648 2.50 30 .0120 0130 50
.0538 .0548 .0110
17 0538 0598 0548 2.25
.0478 .0498

Weight equivalents based on density of .2904 Ib. per cubic inch.
Cold rolled gages 4 through 10 - tolerances shown are for widths over 48" to 72" inclusive. Hot rolled and P. & O.
age 4 through 18 - tolerances shown are for widths over 40" to 48" inclusive. All other gauges over 15" to 72" inclusive.





